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Products
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� Marketing materials and activities
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3639-A/B 2250 NMT

Applications:
� Cities
� Roads
� Railroads
� Construction sites
� Industries
� Airfields
� Windfarms
� Etc.
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Scope of Product (Start of the Project)

� We need a simple, smaller, flexible solution which can cope with most 
functionality which we have in the current 3639 solution 

� Main selling points:
– Smaller than 3639
– Cheaper
– Flexible in terms of using an ordinary 

off-the-shelf 2250 
– Better battery
– Easier type approval 

� We have succeeded!
– 10 kg, < 60 cm
– Over 10% cheaper
– Removeable 2250 
– Best 2250 battery life 

» 4 times better than 3639-E
» 50% more than semi-permanent 2250

– Type approval based on existing 2250 approval
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A Reliable, Modern Noise Monitoring Terminal
� Brüel & Kjær’s new Noise Monitoring Terminal 3639-A/B (NMT) meets 

today’s market need for more intelligent, unattended environmental noise 
monitoring solutions providing data safely and securely:

– a removable award-winning 2250 Sound Level Meter, meaning more flexibility
– Reliability and continuous operation in all climatic environments including a 

automatic measurement restart facility for added robustness
– State-of-the art NMT design:

» a new modern, analysis platform
» a dedicated cabinet solution with

optimal environmental protection 
» a back plate for easy mounting

– Supported by the strong ENM Software 
Type 7843

� With all the benefits of Brüel & Kjær products:
– The market’s best quality & service from 

Brüel & Kjær
– Our local experts, backed up by knowledgeable support staff 

– always available to help
– Our mission of partnership with key customers
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A Reliable, Modern Noise Monitoring Terminal
� Designed with unattended noise monitoring:

– Secured data 24 hours a day, 7 days a week with extensive battery lifespan
– Automated, live download (streaming) over the internet including automatic 

resending – immediate access of data and protection from communication drop
outs putting safe & secure data up front  

– Type approved NMT (IEC 61672-1 sound level meter standard Class 1) – your 
seal of quality

– Removable award-winning 2250 SLM – a flexible solution where the 2250 can be 
removed and used as a stand alone sound level meter

– Growth path to meet future requirements
– Complies with ISO 1996-2.2 2007 

regarding automatic windscreen 
correction – easy, safe and clever

� Remotely controlled by a remote PC 
running Environmental Noise 
Management Software Type 7843, 
automatically streaming data for 
immediate and safe storage and viewing 
on maps
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Positioning

Permanent and semi-permanent monitoring for:
� Road noise
� City noise
� Train noise
� Industrial noise
� Longer-term recreational noise
� Longer-term construction site noise
� Noise surveys
� Aircraft Noise
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Key Functions
� Designed for stable, long-term, continuous outdoor monitoring
� Logging of broadband and 1/3-octave parameters every 1/2-second
� Streaming of data over LAN to Environmental Noise Management Software Type 7843
� 8 GB SD card for safe, long-term back-up
� Includes a 2250 Hand-held Analyzer platform that can be removed and upgraded to work 

as a standalone sound level meter
� 2 microphone configurations (4952 for 3639-A, 4198 for 

3639-B)
� Post-processing that can create periodic statistical reports 

down to 1 minute, including LN data
� Dynamic range of 124 dB
� Remote verification of the entire measurement chain using 

the patented Charge Injection Calibration (CIC)
� Sound recording (event and periodic reports)
� Remote operation via LAN or GPRS Router. CDMA, W-LAN 

and 3G are supported via LAN interface
� Modular hardware/software for easy on-site servicing
� Noise event triggers definable on hourly basis for efficient 

noise detection
� Complies with IEC 61672 Class 1 specifications
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A Portfolio of Noise Monitoring Solutions
2250 semi permanent monitoring or NMS software with ENM 7843 for:
� Monitoring with the SLM placed indoors
2250 semi-permanent monitoring in a case for:
� Short-term monitoring
2250 semi-permanent monitoring in case with Evaluator 7820 for:
� Short-term monitoring and processing of shorter durations
2250 with monitoring software in a case with ENM for:
� Short-term monitoring, storage in a database and processing

3639-A NMT with ENM 7843 for:
� Short and long-term urban monitoring
3639-B NMT with ENM 7843 for:
� Short and long-term urban monitoring in quiet areas
3639-E NMT with ENM 7843 for:
� Short and long-term urban monitoring where peripherals are 

required
3639-G NMT with ENM 7843 for:
� Permanent noise monitoring in harsh environments



www.bksv.com10

2250/70 Semi-permanent Monitoring Software
� Released Jan 2009:
� Based on Enhanced Logging Software
� Support for 2GB+ SDHC memory cards
� Support Compact Flash wireless LAN (incl. relevant security)

– Security like WPA, WPA2 and maybe the older WEP 

� Support connection using 3G (UMTS), GPRS or EDGE 
� Calculate a Leq using the measured Leq spectrum and the band limits 

specified (Frequency Analyzer, Logging and Enhanced Logging):
– independent of bandwidth and frequency weighting - the limits can reduce 

the Leq to cover one band only
– Request from Taiwan: Narrowband LAeq (calculated from the spectrum) 

with selectable upper and lower frequency band limits. 
– In Enhanced Logging: The calculated Leq should be available as a level 

trigger parameter

� Later: New semi-permanent outdoor box (½ size of 3592 yellow box)
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New Products
� 4 NMT configurations
� BZ-7232 Noise Monitoring Software for 2250

– to measure and calculate a comprehensive set of parameters 
– provides network connection between the 2250 and the ENM Server

� UA-2126 NMT Cabinet for a 2250 Handheld Analyzer:
allows an existing 2250 user to protect his instrument outdoors by adding:

– BZ-7232 Noise Monitoring Software for 2250
– a microphone extension cable 
– outdoor protection for the microphone

the customer gets a complete NMT for communication over the internet (LAN)
� BZ-7222--UPG Upgrade software for 2250 NMT to 2250 (SLM SW)

– allows the owner of a 3639-A or 3639-B to use the analyzer as a 2250 Handheld Analyzer with 
Sound Level Meter Software BZ-7222

Type Description 
-3639-A-200 2250-based NMT with Outdoor Microphone 4952 
-3639-A-203 2250-based NMT with Outdoor Microphone 4952, including GPRS Router 
-3639-B-200 2250-based NMT with Outdoor Microphone 4198 
-3639-B-203 2250-based NMT with Outdoor Microphone 4198, including GPRS Router 
BZ-7232 Noise monitoring software 
UA-2126 NMT Cabinet for a 2250 Handheld Analyzer 
BZ-7222-UPG Upgrade software for 2250 NMT to 2250 (SLM SW) 
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Conclusion

� We now have a wide, modern 
portfolio of permanent and semi-
permanent monitoring terminals for all 
segments and applications

� Marketing Message - A Reliable, 
Modern Noise Monitoring Terminal –
Intelligent Design

� 3639-A/B compared to 3639-E/G
� Positioning Properties
� Marketing materials and activities


